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§75.508-1

mine map. Any changes made in a loca-
tion, electric rating, or setting shall be
promptly shown on the map when the
change is made. Such map shall be
available to an authorized representa-
tive of the Secretary and to the miners
in such mine.

§75.508-1 Mine tracks.

When mine track is used as a conduc-
tor of a trolley system, the location of
such track shall be shown on the map
required by §75.508, with a notation of
the number of rails and the size of such
track expressed in pounds per yard.

§75.508-2 Changes in electric system
map; recording.

Changes made in the location, elec-
trical rating or setting within the mine
electrical system shall be recorded on
the map of such system no later than
the end of the next workday following
completion of such changes.

§75.509 Electric power circuit and
electric equipment; deenergization.

[STATUTORY PROVISIONS]

All power circuits and electric equip-
ment shall be deenergized before work
is done on such circuits and equipment,
except when necessary for trouble
shooting or testing.

§75.510 Energized trolley wires; re-
pair.

[STATUTORY PROVISIONS]

Energized trolley wires may be re-
paired only by a person trained to per-
form electrical work and to maintain
electrical equipment and the operator
of a mine shall require that such per-
son wear approved and tested insulated
shoes and wireman’s gloves.

§75.510-1 Repair of energized trolley
wires; training.

The training referred to in §75.510
must include training in the repair and
maintenance of live trolley wires, and
in the hazards involved in making such
repairs, and in the limitations of pro-
tective clothing used to protect against
such hazards.

30 CFR Ch. | (7-1-98 Edition)

§75.511 Low-, medium-, or high-volt-
age distribution circuits and equip-
ment; repair.

[STATUTORY PROVISION]

No electrical work shall be performed
on low-, medium-, or high-voltage dis-
tribution circuits or equipment, except
by a qualified person or by a person
trained to perform electrical work and
to maintain electrical equipment under
the direct supervision of a qualified
person. Disconnecting devices shall be
locked out and suitably tagged by the
persons who perform such work, except
that in cases where locking out is not
possible, such devices shall be opened
and suitably tagged by such persons.
Locks or tags shall be removed only by
the persons who installed them or, if
such persons are unavailable, by per-
sons authorized by the operator or his
agent.

§75.511-1 Qualified person.

To be a qualified person within the
meaning of §75.511, an individual must
meet the requirements of §75.153.

§75.512 Electric equipment; examina-
tion, testing and maintenance.

[STATUTORY PROVISION]

All electric equipment shall be fre-
quently examined, tested, and properly
maintained by a qualified person to as-
sure safe operating conditions. When a
potentially dangerous condition is
found on electric equipment, such
equipment shall be removed from serv-
ice until such condition is corrected. A
record of such examinations shall be
kept and made available to an author-
ized representative of the Secretary
and to the miners in such mine.

[35 FR 17890, Nov. 20, 1970, as amended at 60
FR 33723, June 29, 1995]
§75.512-1 Qualified person.

To be a qualified person within the
meaning of §75.512, an individual must
meet the requirements of §75.153.
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